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Notes:

$0.90 /AN Material(#5):
1)Body :Brass
N 2)Plunge :Brass
3)Spring :Stainless steel wire
2 Plating( H45):
1)Body: Min 0.1um Gold plating over min. 1.4um Nickel plating
(Body: #4:0.17um Min #JK1.4um Min)

NO FURTHER DISCLOSURE IS MADE BY YOU TO OTHER THAN TOP-LINK PERSONNEL WITHOUT

THIS INFORMATION IS CONFIDENTIAL AND IS DISCLOSED TO YOU ON CONDITION THAT
WRITTEN AUTHORIZATION FROM TOP-LINK LTD.

p= 2)Plunger: Min 0.4um Gold plating over min. 1.4um Nickel plating
.%0 (Plunger: #4:0.4um Min ZJE1.4um Min)
g S 3 Mechanical(HLITERE):
o g 1)Force: 80gf Min per pin at 1.0mm stroke
0 8 (71: FJ1.0mm #4947 :80gf Min )
o2 2)Total stroke( & ATFY) @ 1.40mm
o 3)Durability( #): 10,000 cycle min.
f 0 4 Electrical( HitEfE
c?n_ 1)Contact resistance(#flbHH): 30mOhm Max.
T 2)Voltage rating(#EHiE): 36V DC Max
3)Current rating(#EHId): 2.0A
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