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DWG NO.

oY

USED ON

Notes:
AMoteHQ\(HJﬁ):
1)Body :Brass
2)Plunge :Brass
3)Spring : Stainless steel wire
= 91.50 2 Plating( #):
90.90 1)Body: Min 0.1um Gold plating over min. 1.4um Nickel plating
™ (Body: #4:0.7Tum Min #J&1.4um Min)
2)Plunger: Min 0.4um Gold plating over min. 1.4um Nickel plating
(Plunger: #4:0.4um Min 4JK1.4um Min)
ESEIRN 3 Mechanical (HUTERE):
1)Force: 100%83gf per pin at 1.0mm stroke
(J1: FHEL.Omm i973:100558gf )
2)Total stroke( MATFE) : 1.20mm
3)Durability( #r): 10,000 cycle min.
4 Electrical( HIERE)
1)Contact resistance(#fbAbD: 30mOhm Max.
2)Voltage rating(#lEHE): 36V DC Max
3)Current rating(#EHH): 2.0A

4.6

3.2

0.80

- 3.60workingheight —

-—901.65—

101450-1

PART NUMBER

DIMENSIONS IN MM MATL HT TR FIN
TOLERANCES UNLESS - — v/

OTHER SPECIFIED DWN NV

oI Qi Coyo-Lim Top-Link
0.0 010 ——  Fflectronics Ltd.
0.00 +0.05 CHK REL Electronics

0.000 +
ANGLE:  +1°

Loc
- NEW —ooremna | SURF TEXTURE: 3§/ NAME POGO PIN
REMOVE BURRS. BREAK PG-165-08-15-3.3-46

NO FURTHER DISCLOSURE IS MADE BY YOU TO OTHER THAN TOP-LINK PERSONNEL WITHOUT

THIS INFORMATION IS CONFIDENTIAL AND IS DISCLOSED TO YOU ON CONDITION THAT
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