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ltem | Part name |Q'ty/Ed’ Material Finish
40 o 1 Body 1 Leaded Brass Au 0.25um min plating Ni 1.27um min
@X %:JO 'E 2 Plunger 1 Leaded Brass Au 0.76um min plating Ni 1.27um min
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O‘Q () ) 3 Spring 1 Stainless steel wire D
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~ & Table 1 Mechanical performance
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& Max working height | 2.90mm 40gf min<2.1> N
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» 01.50+0.03 % g Min working height | 2.50mm 80fg max
0
80 - Durability 20000cycle
4, —= 1 90.90+0.03 © & oless | C
-+ ' \ V) : 1 Demensions shall be interpreted per ASME Y14.5M.
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— 2 Mechanical performance(See the table 1)
8 R \ <2.1>The force is the average of forces obtained when plunggr
— == goes downwards and upwards.
‘ A <2.2>Warning: Working height are not permitted to be less
\ _ than Min working height. ||
g r S5 Electrical performance
S O A Res‘wstence:}@m@hm Max.
+H W0 Current rating: 4.0A
o o T—RISE: 30°C MAX
< ) \g/Plun hall return if push full
. ger shall return if push fully.
C\w - 01.55+0.03 5 Durability 20,000 cycle B
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ElontZnk o] Pustomer drawing| ™ |Welght
Ni plating 1.27um min; T-RISE: 30°C MAX; 2013 /03 /27 TOLERANCES UNLESS [DWN: IAP\D: A
Durability 20.000 cycle /03/ 8THER_SPiEch|ED JERRY Toyo-Lmk Top-Link
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